ovVO ® TECH

UDTJ-10

OO0 capacity: 4000 eggs/hour

The UDTJ-10 is a semi-automatic centrifugal

. egg cracker which produces fresh liquid egg.

\&\& RePIaces' 3 peoPIe After filling the hopper with eggs, the
Power supply: 1.1 kW 400 V 3/N/PE 50/60 Hz <> Dimensions: 546x549x903 mm machine cracks the eggs and separates the

S 1.1 kw 230V 3/N/PE 50/60 Hz liquid egg from the eggshells using an

internal filter. Shells should be removed from
the filter after every 210 eggs, after which

1.1 kW 110 V 1/N/PE 50/60 Hz

R

A Minimal workspace: 1500x1500 mm

%0 Compressed air: n/a Weight: 60 kg breaking can be continued. The machine is
made out of stainless steel EN 1.4301

O Water: n/a 8  Operated by: 1 person (AlsI 304).

V) Drain: n/a @y,  Compatibility: PS-UDT]J, FS
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MINIMAL WORKSPACE

1500 mm

| eggshell filter
l should be emptied
\

every 210 eggs
fresh egg liquid <
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UDTJ-10 centrifugal egg cracker
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. | egg o s, bakeries,
Typical workplaces: | onrec pasta maing companies
Capaeity:
FPower supply:
Water conneciion: | N4
Compressed air nA
connection: i
Minimal workspace: | 1500 x 1500 mm
Dimensions: 546 x 549 x 90
Operated by i person
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